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PRODUCED TO MEET THE RIGOROUS DEMANDS OF ELECTRICAL INSTALLATIONS
ELECTRICAL METAL TUBING (EMT)

STANDARDS

• UL-797 & C-UL LISTED File: E501712

• ANSI C80.3

• NEC ARTICLE 358

FEATURES

• Inline galvanized exterior to provide maximum protection

• Proprietary ID coating for efficient wire installation

• Superior end protection to prevent corrosion

• Manufactured in Mexico from high-grade mild strip steel for easy bending

BENEFITS

• EMI Shielding

• Physical and Mechanical Protection

• Fire Resistant

• System Grounding

COLOR CODED INTERIOR TAPE

• Black Tape: 1/2", 1", 1-1/2", 2-1/2" & 3-1/2"

• Red Tape: 3/4" & 1-1/4"

• Blue Tape: 1", 2", 3" & 4"

SPEC SHEET: MT1210-SS.0124 

SPECIFICATION SUBMITTAL SHEET

Our Steel EMT is readily available in common trade sizes (½ to 4) to meet your needs.

MASTER
BUNDLE QUANTITY WEIGHT / 100. FT

TRADE SIZE

MASTER
BUNDLE WEIGHT

OUTSIDE
DIAMETER 

INSIDE
DIAMETER* 

LBS PIECES FT. LBS. IN. MM. IN. MM.

301/2" 700 7000 2100 0.706 17.93 0.622 15.80


